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[3] 

(Fe2O3 + TiO2

] 

-
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-  
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- [6]  
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[7] 

2, 

  
 

- -3): 

 

- -

-

Fe2O3 
08.1-00191796-

001:2014 

 
- -3 

 Al2O3  
 % 

Fe2O3  
 % 

MgO  
 % 

CaO  
 % 

K2O  
, % 

Na2O  
 % 

SiO2  
, % 

TiO2  
, 

% 
-2 29 1,2 0,68 0,59 2,03 0,63 55,84 1,18 
-3 29 1,6 0,66 0,57 1,98 0,62 57 1,2 

*-  
 

 
      

-2 20-28 35-45 30-40 0,6-0,7 - 
-3 35-38 38-42 24-29 0,7-0,8 0,02 

 

-  

-
-

 [9] 
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- -3 

 Al2O3  
 % 

Fe2O3+TiO2  
 % 

MgO  
 % 

CaO  
 % 

K2O  
, % 

Na2O  
 % 

SiO2  
, % 

 
% 

 28 2,35 0,60 0,50 2,10 0,40 63 8,5 

 
 23 2,5 0,40 0,50 1,70 0,20 70 7,2 

 
 

 
      
 32-39 38-44 20-25 0,6-0,7 0,2 
 50 29-37 14-18 0,7-0,8 0,14 

 
-1, 

-2): 

 

  

-70%), 
- - 

 

2O3 
2O3

[11]. - -
-047-73399783- -

004-10612023- -8-152-
12]. 

 
 -047-73399783-2008 

-8-152-75) 
 Al2O3   % Fe2O3   %  

-1 37 1,5 18 
-2 33 2,0 20 

 
 -004-10612023-15 

 Al2O3   % Fe2O3   % TiO2  , %  
-1 35-37 1-1,5 2,3 12-15 
-2 33-36 1-1,5 2,3 10-13 

 

 

 

 
-

-  
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-

 
 

-  

 Al2O3, 
% Fe2O3, % MgO, % CaO, % K2O + Na2O, 

% SiO2, % TiO2, % ., 
% 

 23-28 3,5-5,0 0,8-1,26 
 

0,1-1,6 
 

0,6-1,2 
 55-60 0,8-2,1 

 8,5-9,5 

 16-23 3,5-5,0 0,8-1,26 
 

0,1-3,6 
 

0,6-1,2 
 60-65 0,8-2,1 

 7,8-8,5 

-2 28-32 4,5 
0,8-1,26 

 
0,1-1,6 

 
0,6-1,2 

 55-60 0,8-2,1 
 14 

 

 
-  

 

      

 5 60 8 10  25 30  

 55 60 5 8 1 2 30 40  
-2 55 65 8 10  10 15  

 

 
 

 

 

 

 

-

 

 
 
 

 

          
         54 
-21 58 48 46 46 46 47 47 48  

  6 8 8 6 6 6 6 3 

050-1 8 7 7 7 8 10 9 7 5 

-2 26 31 31 31 32 37 35 31  
-1         19 
-2 16 8  8 8  3 8  

   8       
-2         4 
-3         15 
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 5,38 5,76 5,9 5,9 5,83 5,86 5,85 5,76 4,72 4,04 
Si02 61,27 60,59 60,74 60,74 60,87 60,92 60,82 60,59 64,87 66,72 

Al2O3 22,85 23,59 23,58 23,58 23,46 23,6 23,59 23,59 22,34 21,85 
Fe2O3 1,42 1,15 1,15 1,15 1,16 0,87 0,98 1,15 0,75 0,51 
TiO2 0,63 0,6 0,6 0,6 0,61 0,57 0,58 0,6 0,47 0,21 
CaO 0,37 0,39 0,39 0,39 0,4 0,42 0,41 0,39 0,44 0,32 
Na2O 3,93 3,79 3,63 3,63 3,63 3,71 3,71 3,79 3,43 3,38 
K2O 3,99 3,89 3,79 3,79 3,74 3,83 3,83 3,89 2,7 2,87 
MgO 0,14 0,15 0,15 0,15 0,15 0,16 0,16 0,15 0,32 0,26 

 
 

           

Si02 64,75 64,29 64,55 64,55 64,64 64,71 64,6 64,75 68,09 69,53 
Al2O3 24,15 25,03 25,06 25,06 24,91 25,07 25,06 24,15 23,44 22,77 
Fe2O3 1,5 1,22 1,22 1,22 1,23 0,92 1,04 1,5 0,79 0,53 
TiO2 0,67 0,64 0,64 0,64 0,65 0,61 0,62 0,67 0,49 0,22 
CaO 0,39 0,41 0,41 0,41 0,42 0,45 0,44 0,39 0,46 0,33 
Na2O 4,15 4,02 3,86 3,86 3,85 3,94 3,94 4,15 3,6 3,52 
K2O 4,22 4,13 4,03 4,03 3,97 4,07 4,07 4,22 2,84 2,99 
MgO 0,15 0,16 0,16 0,16 0,16 0,17 0,17 0,15 0,33 0,27 

 
 

           
 8,6 8,1 8 8,4 7,4 8,4 7,6 8,1 7,4 7,5 

 
        51  

3 

<145 <145 <145 <145 <145 <145 <145 <145 115 <145 

-  
8,43 8,49 8,41 8,41 8,39 8,47 8,46 8,49 7,84 7,76 

 49,5 46 48 45 45-46 46 47 46 49 50 
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Moshnyakov M.G. 
RUSSIAN CLAY DEPOSITS AND THEIR POTENTIAL FOR IMPORT SUBMITION  
OF CONSUMPTION OF RAW MATERIAL BASES IN THE PRODUCTION OF PORCELAIN 
TILES 
The article investigates the possibility of using domestic raw material base in the manufacture of ceramic 
granite. Some criteria to be met by suppliers of raw materials. Include the recipe for making mass porcelain 
stoneware with the replacement of imported raw materials to domestic. Including a brief overview of the 
sources of raw materials, materials that are used in the formulations.The article shows the formulation of the 
test masses , the chemical composition of the charge and fired product. The shown are the most important 
physical and mechanical properties of the samples of experimental mass - shrinkage, water absorption, 
thermal coefficient of linear expansion, flexural strength, abrasion resistance face. The conclusion about the 
possibility of using the formulations are presented. 
Key words: raw materials, clay, porcelain, import substitution, water absorption, loss on firing. 
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